UDSUGNING/INDBLASNING

100 | 125 | 160 | 200 | 250 | 315 | 355 | 400
DIMENSION | @D | mm. | 100* | 125% | 160* | 200* | 250* | 315* |355* |400*
VENTILSPJELD | @d |mm.| 184 | 209 | 244 | 284 | 334 | 399 | 439 | 484

LVVU/LVVI L |mm.| 290 | 380 | 380 | 430 | 480 | 550 | 660 | 660
*NIPPELMAL L1 |mm.| 208 | 290 | 290 | 350 | 350 | 430 | 500 | 500
—

LVVU/LVVI-400
Variabel volume
incl. LV 913 motor
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LVVU/LVVI-355
Variabel volume
incl. LV 913 motor
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LVVU/LVVI-315
Variabel volume 3

incl. LV 913 motor i i
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]
LVVU/LVVI-250 [ I
Variabel volume M g]ié
incl. LV 913 motor -
LVVU/LVVI-200 [ ]
Variabel volume I ngig
incl. LV 913 motor X
LVVU/LVVI-160 W I
Variabel volume W ‘g%
incl. LV 913 motor R
L
LVVU/LVVI-125 W’%ﬁ S
Variabel volume L 1 zi
incl. LV 913 motor T
LVVU/LVVI-100 Y
Variabel volume I lei
incl. LV 913 motor -
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